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LOADER BALE SPEARSMODELS DESCRIPTION WEIGHT

LSFB-22

Designed for pin-type loaders only. 
This unit is rated at 2,200 lbs. Bolt-in 
spear has 42" usable length. For use 
with round bales. Includes pin-on 
brackets. Not quick attach adaptable.

150 lbs.

LSFB-28

Designed for pin-type loaders only. 
This unit is rated at 3,000 lbs. Bolt-in 
spears have 42" usable length. For 
use with round bales. Includes pin-on 
brackets. Not quick attach adaptable.

165 lbs.

FLBS-2200

Loader bale spear rated at 2,200 
lbs. Single tapered spear has usable 
length of 42". Optional interfacing 
brackets for most quick attach sys-
tems available.

121 lbs.

FLBS-3000
Loader bale spear rated at 3,000 lbs. 
Dual tapered spears have usable 
length of 42" Optional brackets for 
most quick attach systems available.

136 lbs.

FLBS-330

Loader bale spear rated at 3,000 lbs. 
for handling mid-size square bales. 
Triple spears have usable length of 
26", spaced 26-1/2" apart. Optional 
interfacing brackets available.

164 lbs.

FLBS-340

Loader bale spear rated at 4,000 
lbs. for handling larger square bales. 
Triple spears have usable length of 
42", 26-1/2" apart. Optional interfac-
ing brackets available. 

198 lbs.

FLBS-342

Loader bale spear to handle mid-size 
square bales. Features 79-1/2" wide 
frame with 4 tapered spears – usable 
length 26", spaced 24". Optional 
interfacing brackets available.

169 lbs.

FLBS-449

Loader bale spear to handle large 
square bales. 79-1/2" wide frame with 
4 tapered spears, usable length of 
42", spaced 24". Optional interfacing 
brackets available.

212 lbs.

MODELS DESCRIPTION WEIGHT

HHU-2045

3-pt. hay handler / unroller. Rated at 
2,000 lbs, it is designed for round bales 
either 4' or 5' in width and up to 6' in 
diameter. Requires a 2.5" x 8" hydraulic 
cylinder for operation (not included). 

310 lbs.

FSO-906
3-pt .mounted hydraulically driven bale 
spin off for Cat. 1 & 2 size tractors. 
Requires 8-10 gpm of hydraulic flow. 
Tapered forged spear.

250 lbs.

FLSO-907

Front loader mounted hydraulically 
driven bale spin off. Requires 8-10 gpm 
of hydraulic flow. Tapered forged spear. 
Optional inter-facing brackets for most 
quick attach systems are available. 

288 lbs.

SSO-908

Skid steer mounted hydraulically driven 
bale spin off. Requires 8-10 gpm of 
hydraulic flow. Designed to interface 
with “universal" skid steer quick-attach 
system. 

325 lbs.
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