HYDRAULIC POST DRIVERS

HD SERIES

HD-8 FEATURES:
- Drives posts up to 10’ in length
- Optional positioner for 12’ posts
- 30,000 lbs. impact at full stroke
- Available with manual or hydraulic baseplate
- Many mounting options available
- Requires 4 GPM @ 1500 PSI to operate

HD-10/12H FEATURES:
- Drives posts up to 10’ in length
- Optional positioner for 12’ posts
- HD-10 produces 70,000 lbs. impact
- HD-12-H produces 100,000 lbs. impact
- HD-10 available with manual or hydraulic baseplate
- HD-12-H equipped with hydraulic baseplate
- Many mounting options available
- HD-10 requires 12 GPM @ 1500 PSI
- HD-12-H requires 15 GPM @ 1500 PSI

For a complete driver, choose a driver basic unit plus a mounting package: rear mount, front mount, skid steer mount, positioner, and an optional package if required.

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DESCRIPTION</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>HD-8</td>
<td>Post Driver, basic unit, w/ manual base plate</td>
<td>385</td>
</tr>
<tr>
<td>HD-8-H</td>
<td>Post Driver, basic unit, w/ hydraulic base plate</td>
<td>433</td>
</tr>
<tr>
<td>HD-10</td>
<td>Post Driver, basic unit, w/ manual base plate</td>
<td>639</td>
</tr>
<tr>
<td>HD-10-H</td>
<td>Post Driver, basic unit, w/ hydraulic base plate</td>
<td>661</td>
</tr>
<tr>
<td>HD-12-H</td>
<td>Post Driver, basic unit, w/ hydraulic base plate</td>
<td>968</td>
</tr>
</tbody>
</table>

STUMP CUTTERS

SC SERIES

TRACTOR SERIES:
- Hydraulically controlled by tractor operator
- Oversized PTO shaft with slip clutch protection
- 3/4” thick cutting wheel with carbide steel teeth
- Grinds stumps up to 45” diameter
- Includes hoses less hydraulic couplers

SKID STEER SERIES:
- Hydraulically controlled by skid steer operator
- Electric over hydraulic controls
- Universal fast-tach mounting
- 3/4” thick cutting wheel with carbide steel teeth
- Grinds stumps up to 45” diameter
- Includes hoses less hydraulic couplers

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DESCRIPTION</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>SC-25</td>
<td>Stump Buster, Cat. 1 or 2, 3-point hitch, 24” cutting wheel for tractors rated 15 to 35 HP, Requires 2 sets hyd. remotes</td>
<td>780</td>
</tr>
<tr>
<td>SC-50</td>
<td>Stump Buster, Cat. 1 or 2, 3-point hitch, 34” cutting wheel for tractors rated 35 to 100 HP, Requires 2 sets hyd. remotes</td>
<td>1020</td>
</tr>
<tr>
<td>SC-25-H</td>
<td>Stump Buster Skid Steer Mount for 15 to 25 GPM Hydraulic System</td>
<td>740</td>
</tr>
<tr>
<td>SC-50-H</td>
<td>Stump Buster Skid Steer Mount for 25 to 40 GPM Hydraulic System</td>
<td>1140</td>
</tr>
<tr>
<td>SC-30-H</td>
<td>Stump Buster Skid Steer Mount for 16 to 30 GPM Hydraulic System, In-Line Operation</td>
<td>650</td>
</tr>
</tbody>
</table>